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LEDioc/SL-EY686 LED STREET LIGHT SERIES

PRODUCT SUMMARY

ELECTRICAL SYSTEM W

¢ Power Consumption

Input Voltage

Power Factor

Insulation Class

LED Driver

Optional Smart Control
Features

Surge Protective Device :

Operating Temperature :

EY686-1 - 35W, 60W, 75W

EY686-2 - 80W, 90W, 100W,
120W

EY686-3 - 120W, 135W, 150W,
170W,180W,190W

EY686-4 - 180W, 200W, 240W,
280W

Other power upon request
100 - 240Vac (50/60Hz)
>0.95

Class I (Class Il upon request)

Constant Current

Input Surge Protection

Water & dust proof

Programmable (only selected models)
Optional 1-10V/PWM/DALI Dimming

50kV, 25kA
NEMA / Zhaga Shorting Cap
NEMA / Zhaga loT Smart Controller

NEMA / Zhaga Photocell (paylight Sensor)

-20°Cto +50°C

LIGHT SOURCE / OPTIC SPECIFICATION ..

e LED Type

e Color Temperature
(ccT)

e Color Rendering Index
(CRI)

e Life Time Residual Flux

e LED Compliance Test

e Optical Lens

EY686-2

EY686 20.07

SMD 5050

3000K
Other upon request

RA >70
RA >80 upon request

(L70) > 50,000 hours
@Ta=50°C

LM80, TM21

TYPE 1, TYPE 2, TYPE 3
Others upon request

EY686-1

IWASAKI

FIXTURE SPECIFICATION @ /> M

Housing Material
Housing Color

Ingress Protection (IP)
Impact Resistance (IK)

Mounting Diameter

Mounting Adjustment

Nett Weight (kg)
(Complete Luminaire)

Gross Weight (kg)
(Complete Package)

ADC 12 Die Cast Aluminum
Akzo Nobel RAL9006 Grey
IP66 water & dust proof
1K08
EY686-1
EY686-2

EY686-3
EY686-4

: @ 35mm-50mm
: @ 35mm-50mm
: @ 48mm-60mm
: @ 48mm-60mm
: Other upon request

Post Top / Side Entry
Allowable tilt -15° to +15°
5°incremental tilt

EY686-1
EY686-2
EY686-3
EY686-4

: approx. 4.50 kg
: approx. 6.15 kg
: approx. 8.35 kg
: approx. 14.40 kg

EY686-1
EY686-2
EY686-3
EY686-4

: approx. 5.45 kg
: approx. 7.35kg
: approx. 9.90 kg
: approx. 17.20 kg

STANDARDS & CERTIFICATION TEST Ef

Type Test Compliance
(Luminaire)

EMC Compliance
(LED Driver)

SIRIM Product
Certificate

SUILEMAL

LED Compliance Test

Ingress Protection Test :
Impact Resistance Test :
Luminaire Performance :

EY686-3

IEC 60598-2-3
IEC 60598-1

EN 55015
EN 61547
EN 61000-3-2 ; EN 61000-3-3
EN 61347-1; EN 61347-2-13

PC004404 (Malaysia Only)
EE022009/19/08/11
EE02200012/19/08/09
IESNA LM-79, LM-80, TM-21
IEC 60529

IEC 62262
IEC 62722-1, IEC 62722-2-1
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LEDioc/SL-EY686 LED STREET LIGHT SERIES IWASAKI

PRODUCT TECHNICAL DATA

EY686-1 EY686-2 EY686-3 EY686-4
EY686-1
il 35W 60W-MWD 75W-WD

Power Consumption +5% (W) 35 60 75

Luminaire Flux 5% (Im) @ 3000K T2 4,202 7,549 8,637

System Efficacy 5% (Im/W) @ 3000K T2 117 123 111

Power Factor (PF) 0.982 0.988 0.980

Efficiency % 87% 89% 89%

LED Chips Qty LED (pcs) 16 32 32

Product Dimension L x W x H (mm) 560 x 246 x 114

Carton Dimension L x W x H (mm) 625 x 310 x 205

Net Weight (kg) 4.10 4.45 4.50

Gross Weight (kg) 5.15 5.40 5.45

CBM (m°) 0.040

EY686-2

90W-WD

100W-MWD

120W-WD

Power Consumption +5% (W) 80 90 100 120
Luminaire Flux +5% (Im) @ 3000K T2 10,874 11,458 11,924 13,690
System Efficacy #5% (Im/W) @ 3000K T2 130 123 122 112
Power Factor (PF) 0.973 0.977 0.966 0.985
Efficiency % 92% 91% 93% 93%
LED Chips Qty LED (pcs) 40 48 48 48
Product Dimension L x W x H (mm) 653 x 288 x 127

Carton Dimension L x W x H (mm) 700 x 340 x 200

Net Weight (kg) 5.65 5.80 6.15 6.15
Gross Weight (kg) 6.85 7.00 7.35 7.35
CBM (m°) 0.048

120W-WD

135W-WD

EY686-3
150W-WD

170W-WD

180W-WD

190W-WD

Power Consumption +5% (W) 120 135 150 170 180 190
Luminaire Flux 5% (Im) @ 3000K T2 15,540 17,393 18,094 23,191 23,760 26,099
System Efficacy 5% (Im/W) @ 3000K T2 124 125 118 135 132 138
Power Factor (PF) 0.985 0.988 0.989 0.979 0.982 0.981
Efficiency % 93% 93% 93% 92% 92% 92%
LED Chips Qty LED (pcs) 64 80 80 120 120 120
Product Dimension L x W x H (mm) 763 x 330 x 125

Carton Dimension L x W x H (mm) 805 x 390 x 200

Net Weight (kg) 7.52 7.83 7.83 8.35 8.35 8.35
Gross Weight (kg) 9.11 9.23 9.23 9.90 9.90 9.90
CBM (m°) 0.063

EY686-4

180W-WD

200W-WD

pZ O VRD)

280W-MWD

Power Consumption +5% (W) 180 200 240 280
Luminaire Flux 5% (Im) @ 3000K T2 24,400 25,682 32,496 38,347
System Efficacy #5% (Im/W) @ 3000K T2 132 125 132 137
Power Factor (PF) 0.983 0.974 0.990 0.981
Efficiency % 92% 92% 92% 95%
LED Chips Qty LED (pcs) 96 9 120 144
Product Dimension L x W x H (mm) 935 x 450 x 155

Carton Dimension L x W x H (mm) 1020 x 540 x 225

Net Weight (kg) 13.30 13.30 13.54 14.40
Gross Weight (kg) 16.16 16.16 16.40 17.20
CBM (m°) 0.124
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IWASAKI

ALL DIMENSION IN MM

LEDioc/SL-EY686 LED STREET LIGHT SERIES
PRODUCT DIMENSION
Side Entry Post Top Side Entry

547

Post Top

560 |

A - i )

246

246

(128 EY686-2

EY686-3 g (-

Side Entry

Post Top Side Entry

763
630

OTHER LENS TYPE AVAILABLE UPON REQUEST

PHOTOMETRY DATA

TYPEI: TYPEII : TYPE Il :

SORSS
NS
CHSS

© EXPRESSWAY

© PEDESTRIAN ROAD ¢ URBAN ROAD/MOTORWAY
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LEDioc/SL-EY686 LED STREET LIGHT SERIES IWASAKI

Shorting Cap / Photocell /

Smart loT Lamp controller
. %
provision for all models High efficiency LED:
@ ‘ Superior Lumen Output**

Special developed lens offering high
flexibility and performance to suit
different lighting application

Thermal Control:

External heat sink designed at the
top centre of LED light source
for better heat dissipation

ADC-12 High pressure die-cast
aluminium c/w clear glass:

*|P66 water proof 0
¢|KO8 impact resistant V4

Safety cut-off switch:
Power supply automatically cut-off
when opening up gear cover

Double Surge Protection:
External surge protective
devices up to 25kA

Equipped with pure
silicone gasket for
weather proof
reliability

High reliability LED Driver:
Comes with 6kV line-line and 10kV line-earth surge
protection.***

Protection against output over voltage, short circuit
and over temperature

Total harmonic distortion, 4~12% at full load.

SIDE ENTRY TILT POST TOP TILT

Side entry or post-top mounting

oS T
Tuor g s oS

Allowable tilt -15 ° to +15 °

5° Incremental/decremental tilt

Note: *Optional features; **Efficacy performance varies with lens type, LED CRI & Colour Temperature; ***Except 280W Model.
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